
1. COPPER OR BRASS DEHORNING HEAD, DEHORNER TIP 1,000 DEGREES FAHRENHEIT OR HIGHER.
2. DEHORNER UNITS HEAT UP IN 10 TO 12 MINUTES.
3. MODEL X-50 INCLUDES SOLID COPPER SOLDERING TIP.
4. X-30 AND X-50 ARE CSA APPROVED.
5. X-50 AND X-50A INCLUDE AUTOMATIC THERMOSTAT AND DEHORNER / SOLDER SWITCH.
6. PACKED 12 PER CARTON.
7. SPECIAL INSTRUCTIONS:

   CALF SHOULD BE STANDING ON DRY GROUND, DRY CEMENT, OR RUBBER PAD. ALWAYS USE A HEAVY DUTY GROUNDED CORD. ALLOW THE UNIT TO HEAT 10 MINUTES. THE TIP WILL BURN A DARK RING ON PINE BOARD WHEN READY TO USE. APPLY TO HORN AND ROTATE FOR 3 TO 5 SECONDS. DEHORN WHEN HORN BUTTON CAN BE FOUND, THE EARLIER THE BETTER. IT IS BETTER TO DEHORN BEFORE 6 WEEKS. PLUG UNIT IN 110-VOLT CURRENT MAKING SURE SOCKET IS GROUNDED PROPERLY. SOME ANIMALS MAY NOT BE ABLE TO STAND THE TRAUMA OF THE BURNING OPERATION. RHINEHART IS NOT LIABLE FOR ANY ADVERSE REACTION CAUSED BY THE USE OF THE DEHORNER. DO NOT STORE UNIT IN BARN OR OUTSIDE A BUILDING. STORE IN A CLEAN AND DRY ATMOSPHERE. PLUG THE UNIT IN FOR 5 MINUTES TO REMOVE ANY MOISTURE ONE TIME PER MONTH WHEN NOT USED REGULARLY.

   IF A SHOCK CONDITION DEVELOPS IN YOUR X-30, X-40, OR X-50 DEHORNER, YOU SHOULD SEND THE UNIT TO US AT ONCE FOR CHECKING AND REPAIRING.

   WE HAVE A DUPLEX RECEPTACLE AVAILABLE THAT IS DESIGNED TO IMMEDIATELY DISCONNECT THE POWER FROM A CIRCUIT TO A LOAD IF A SHORT DEVELOPS WHEN THE DEHORNER IS IN USE. THE RECEPTACLE PROTECTS AGAINST A HARMFUL ELECTRIC SHOCK THE RECEPTACLE MUST REPLACE YOUR STANDARD GROUNDED RECEPTACLE WHICH YOU CAN INSTALL YOURSELF. YOUR COST IS $21.00 POST PAID.

   THE SPECIAL RECEPTACLE IS A PRECAUTION AND SAFETY FACTOR THAT YOU MAY WANT TO CONSIDER.

BUY GENUINE RHINEHART ACCESSORIES.

USE OF ACCESSORIES OR REPLACEMENT PARTS NOT MANUFACTURED BY RHINEHART DEVELOPMENT CORPORATION VOIDS WARRANTY.